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== |NDUSTRY APPLICATIONS

Retail
Education
Healthcare
Government
Transportation
Gaming & Casinos .. AI-BASED

Hospitality é > Smart Motion Detection

Banking ) Get fewer false alarms with our
Commercial Real Estate advanced motion detection technology

Superior Image Quality

’ Ranging from 5MP to 4K in resolution

Smart Infrared
-w W With ranges up to 90 feet

~ 7 Motorized Focus Zoom (MFZ)

L g fFor seamless motion tracking
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Make your business smarter.

PixelPro

IP CAMERA SERIES

NDAA
COMPLIANT

4K IR Bullet
ZN-B8M213DP with Al-Based 27. POE
Smart Motion 1'3 5mm P67 K10 12\/DC Smart IR ZA-JB-1
/Q’/Q Detection, MI;Z ’ 24VACy up to 90’ Junction Box
h=A T-DN, T-WDR,
H.264/H.265
4K Outdoor
Dome with
ZN-VD8M213DLP Al-Based 2.7- PoE, Smart IR leﬁwiﬁoi Box
Smart Motion 13.5mm IP67,1K10 12VDC, up to 90’ ZA-WMB-1
Detection, MFZ 24VAC P Wall Bracket
= T-DN, T-WDR,
H.264/H.265
5MP Indoor
Dome with
ZN-D5M212DLP Al-Based 2.8- PoE, ZA-JB-1
. Smart IR Junction Box,
Smart Motion 12mm Indoor 12VDC, up t6 90’ ZA-WMB-1
Detection, MFZ 24VAC P
NCY T-WDR Wall Bracket
= H.264/H.265
5MP IR Bullet
with Al-Based
ZN-B5M212DP Smart Motion 2.8- PoE, Smart IR ZA-JB-1
. 12mm IP67 12VDC, , .
Q Detection, MEZ 24VAC up to 90 Junction Box
&/ T-WDR,
& H.264/H.265
5MP Outdoor
Dome with
ZN-VD5F28DL Al-Based 2.8mm POE, SmartlR  ZA-JB-1
Smart Motion . IP67,1K10 ) .
. Fixed 12vDC up to 66 Junction Box
Detection,
T-WDR,
H.264/H.265
5MP Outdoor
Dome with
ZN-VD5M212DLP  Al-Based 28- POE, ot IR leﬁ iﬁoﬁ Box
Smart Motion 12mm IP67,1K10 12VDC, t0 90’ ZA-WMB-1 ’
Detection, MFZ 24VAC upto
NGy T-WDR Wall Bracket
= H.264/H.265
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