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Models Features Res Lens Power Dim

Z8-N4NFN4AN IR, 1 Ch HDVI HD video output, IP66 1080p 3.6mm 12VDC
2.7 x 2.6 x 6.7 “
69 x 65 x 170mm

Z8-N4NVF56AN IR, 1 Ch HDVI HD video output, IP66 1080p 2.8-12mm 12VDC
3.8 x 3.3 x 9.0“

97 x 84 x 228mm

Z8-B2V5 4-in-1 AHD/TVI/CVI/CVBS, IP66 1080p 5-50mm 12VDC/ 
24VAC

14.8” x  4.3”
377 x 110mm

 bullet Cameras

Models Features Res Lens Power Dim

Z8-C2 4-in-1 AHD/TVI/CVI/CVBS, indoor 1080p - 12VDC/ 
24VAC

5.6 x 3.1 x 2.5” 
142 x78 x65mm

Z8-C2A Auto Iris, 4-in-1 AHD/TVI/CVI/CVBS, 
indoor 1080p - 12VDC/ 

24VAC
5.6 x 3.1 x 2.5” 
142 x78 x65mm

 indoor hybrid box Cameras

Models Features Res Lens Power Dim

Z8-D2V Manual lens, 4-in-1, IR Range 98’ 1080p 2.8-12mm 12VDC/ 
24VAC

5.6 x 3.1 x 2.5” 
142 x78 x65mm

Z8-D2M Motorized lens, 4-in-1, IR Range 98’ 1080p 2.8-12mm 
Motorized

12VDC/ 
24VAC

5.6 x 3.1 x 2.5” 
142 x78 x65mm

 indoor domes

GENSTAR AHD CAMERAS

Models Features Res Lens Power Dim

Z8-M4NTFN4LAN True DN, 24 IR LEDs, IP66 1080p 3.6mm, 12VDC
4.2 (Ø) x 3.8 x 3.1“

 106 (Ø) × 96 × 78mm

Z8-D4NTVF56LAN-2 True DN, LED, 4-in-1, I24 IR 
LEDs, IP66 1080p 2.8-12mm 12VDC

5.2 (Ø) x 5.7 x 4.0“ 
133 (Ø) x 145 x 102

Z8-VD2V Manual lens, 4-in-1, IP66 1080p 2.8-12mm 12VDC/ 
24VAC

5.1 (Ø) x 4.4”
130 Ø x112mm

Z8-VD2M Motorized lens, 4-in-1, 15 IR 
LEDs (98’ Range), IP66 1080p 2.8-12mm 

motorized 
12VDC/ 
24VAC

5.1” (Ø) x 4.4”  
130 Ø x 112mm

Z8-P4NTAF66LAC
PTZ, 33x Zoom A/I,LED, w/ Wall 
arm & Heater, 12 IR LEDs 492’ 
Range, IP66

1080p 33x 4.6-
152mm 24VAC

8.9” (Ø) x 13.2” 
/ 226mm (Ø) x 

336.5mm

 OUTdoor domes

Wall Mount Bracket Pendant Mount 
ZA8-CBK624 ZA8-CBK625

Z8-VD2V, Z8-VD2M  MOUNTs


